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PERFORMANCE SPECIFICATION 
 

LUBRICANT, CLEANER AND PRESERVATIVE FOR WEAPONS 
AND WEAPONS SYSTEMS 

 
This specification is approved for use by all Departments and Agencies of the Department of 
Defense. 
 
1. SCOPE 
 
 1.1 Scope.  This specification describes the performance requirements and verification 
methods for a type of LUBRICANT, CLEANER AND PRESERVATIVE FOR WEAPONS 
AND WEAPONS SYSTEMS.  This product is for use in cleaning, lubricating and short-term 
(see 6.9.5) preservation of both small and large caliber military weapons, operating in the 
temperature range of -51 to + 71 °C (-60 to +160 °F), (see 6.1).   
  

1.2  Identification.  This lubricant is identified by Military Symbol CLP and North Atlantic 
Treaty Organization (NATO) Code Number S-758.  
 
2.  APPLICABLE DOCUMENTS 
 
 2.1  General.  The documents listed in this section are specified in sections 3 or 4 of this 
specification.  This section does not include documents cited in other sections of this 
specification or recommended for additional information or as examples.  While every effort has 
been made to ensure the completeness of this list, document users are cautioned that they must 
meet all specified requirements of documents cited in sections 3 and 4 of this specification, 
whether or not they are listed.  
 
 2.2 Government documents.    
 

2.2.1 Specifications, standards, and handbooks.  The following specifications, standards, and 
handbooks form a part of this document to the extent specified herein.  Unless otherwise 
specified, the issues of these documents are those cited in the solicitation or contract. 
 
 
 
 
 
 

Comments, suggestions or questions on this document should be addressed to: Commander, U S Army 
Armament Research, Development, and Engineering Center (ARDEC), ATTN: AMSRD-AAR-QES-E, 
Picatinny, NJ 07806-5000, or emailed to ardec-stdzn@pica.army.mil. Since contact information can change, you 
may want to verify the currency of this address using the ASSIST Online database at http://assist.daps.dla.mil.

AMSC/NA                          FSC 9150 
DISTRIBUTION STATEMENT A.  Approved for public release; distribution is unlimited.  
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FEDERAL SPECIFICATIONS  

 
   O-E-751     Ether, Petroleum; Technical-grade.   
  O-M-232    Methanol (Methyl Alcohol).       
  TT-N-95     Naphtha, Aliphatic 
 

FEDERAL STANDARDS 
 
  FED-STD-791   Lubricants, Liquid Fuels, and Related Products;  Methods of Testing. 
 

COMMERCIAL ITEM DESCRIPTIONS 
 
  A-A-51126    Anodes, Cadmium.  
 
 DEPARTMENT OF DEFENSE SPECIFICATIONS 
 
  MIL-PRF-680   Degreasing Solvent.        
  MIL-A-18001   Anodes, Sacrificial Zinc Alloy  
  MIL-P-51408   Paper, Chemical Agent Detector, VGH, ABC-M8       
  MIL-DTL-51518   Paper, Chemical Agent Detector: M9 (SR119 DYE).  
 
(Copies of these documents are available online at http://assist.daps.dla.mil or from the 
Standardization Document Order Desk, 700 Robbins Avenue, Building 4DPhiladelphia, PA 
19111-5094)  
 

2.2.2  Other Government documents, drawings, and publications.  The following other 
Government documents, drawings and publications form a part of this document to the extent 
specified herein.  Unless otherwise specified, the issues of these documents are those cited in the 
solicitation or contract. 

 
US ARMY DEVELOPMENTAL TEST COMMAND 

 
  TOP 3-2-045   Auto Weapons, Machine Guns, and Hand and Shoulder Weapons 
 
(This document may be ordered from the US Army Developmental Test Command, ATTN: 
Publications, 314 Longs Corner Road, Aberdeen Proving Ground, MD 21005-5005 or online at 
http://www.dtc.army.mil/publications/topsindex.aspx.) 

 
ARMY TECHNICAL MANUAL 
        

TM 9-1005-201-10   Technical Manual, Machine Gun, 5.56MM, M249      
 
(This TM may be viewed and printed at https://www.logsa.army.mil/etms/online.htm.) 
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2.3  Non-Government publications.  The following documents form a part of this document to 

the extent specified herein.  Unless otherwise specified, the issues of these documents are those 
cited in the solicitation or contract. 

 
ASTM INTERNATIONAL 

 
ASTM A109/A109M Standard Specification for Steel, Strip, Carbon, (0.25 Maximum 

Percent), Cold-Rolled  
 ASTM B16/B16M  Standard Specification for Free-Cutting Brass Rod, Bar and   

          Shapes for Use in Screw Machines  
 ASTM B152/B152M Standard Specification for Copper Sheet, Strip, Plate and   

          Rolled Bar    
ASTM B209 Standard Specification for Aluminum and Aluminum-Alloy Sheet 

and Plate  
 ASTM D56 Standard Test Method for Flash Point by Tag Closed Cup Tester  

ASTM D92 Standard Test Method for Flash and Fire Points by Cleveland Open 
Cup Tester  

  ASTM D97     Standard Test Method for Pour Point of Petroleum Products 
ASTM D445 Standard Test Method for Kinematic Viscosity of Transparent and 

Opaque Liquids (and the Calculation of Dynamic Viscosity)  
ASTM D972 Standard Test Method for Evaporation Loss of Lubricating Greases 

and Oils  
ASTM D1748 Standard Test Method for Rust Protection by Metal Preservatives 

in the Humidity Cabinet  
ASTM D4057 Standard Practice for Manual Sampling of Petroleum and 

Petroleum Products  
ASTM D4172 Standard Test Method for Wear Preventive Characteristics of 

Lubricating Fluid (Four-Ball Method)      
ASTM D4177 Standard Practice for Automatic Sampling of Petroleum and 

Petroleum Products  
ASTM D5620 Standard Test Method for Evaluating Thin Film Fluid Lubricants 

in a Drain and Dry Mode Using a Pin and Vee Block Test Machine 
 
(Copies of these documents may be ordered at www.astm.org or from the ASTM International, 
100 Barr Harbor Drive, West Conshohocken, PA 19428-2959)  
 
 SOCIETY OF AUTOMOTIVE ENGINEERS (SAE) 
 

AMS 4376 Plate, Magnesium Alloy 3.0 Al – 1.0 Zn – 0.20 Mn (AZ31B-H26)  
Cold Rolled and Partially Annealed 

 
(Copies of this document may be ordered on line at www.sae.org or from the SAE World 
Headquarters, 400 Commonwealth Drive, Warren dale, PA 15096) 
 
 2.4 Order of precedence.  In the event of a conflict between the text of this document and 
the references cited herein, the text of this document takes precedence.  Nothing in this  
document, however, supersedes applicable laws and regulations unless a specific exemption has 
been obtained. 


